LIGHTING — HEADLIGHT DIMMER SWITCH LI-189 


INSPECTION 


Bre FC 1. INSPECT HEADLIGHT DIMMER SWITCH ASSEMBLY 
(a) Measure the resistance according to the value(s) in 
the table below. 
Standard resistance: 


Component Side: 


HU . . 
H ON INBI,7 [16/1 51471 3/12 Light control switch 
EL 
Tester Connection Switch Condition Specified Condition 
A T HF T FR 12 (EL) - 20 (H) - 18 (1) - 
OFF 10 kQ or higher 

H E068152E22 19 (A) 
12 (EL) - 18 (T) TAIL Below 1Q 
12 (EL) - 20 (H) - 18 (T) HEAD Below 1Q 
12 (EL) - 19 (A) AUTO Below 1Q 


Dimmer switch 


Tester Connection 


Switch Condition 


Specified Condition 


17 (HF) - 12 (EL) 


FLASH 


Below 1Q 


11 (HU) - 12 (EL) 


HIGH 


Turn signal switch 


Tester Connection 


Switch Condition 


Below 1Q 


Specified Condition 


13 (TR) - 12 (EL) - 15 


(TL) OFF 10 kQ or higher 
13 (TR) - 12 (EL) RH Below 1Q 
15 (TL) - 12 (EL) LH Below 1Q 


Fog light switch 


Tester Connection 


Switch Condition 


Specified Condition 


3 (LFG) - 4 (BFG) 


OFF 


10 kQ or higher 


3 (LFG) - 4 (BFG) 


ON 


Below 1Q 


If the result is not as specified, replace the headlight 
dimmer switch assembly. 


INSTALLATION 


1. INSTALL HEADLIGHT DIMMER SWITCH ASSEMBLY 
(a) Engage the claw while loosening the clamp as 
shown in the illustration. 


E135376 
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10. 


11. 


12. 


13. 
14. 


15. 


(b) Install the headlight dimmer switch assembly with 
the clamp. 
(c) Connect the connector. 


INSTALL TILT AND TELESCOPIC SWITCH (See page 
SR-86) 


INSTALL WINDSHIELD WIPER SWITCH ASSEMBLY 
(See page WW-56) 


INSTALL SPIRAL CABLE WITH STEERING ANGLE 
SENSOR (See page RS-382) 


INSTALL STEERING COLUMN COVER (See page SR- 
87) 


ADJUST SPIRAL CABLE (See page RS-382) 


INSTALL STEERING WHEEL ASSEMBLY (See page 
SR-87) 

INSPECT STEERING WHEEL CENTER POINT 
INSTALL STEERING PAD (See page RS-368) 
INSTALL LOWER NO. 3 STEERING WHEEL COVER 
(See page RS-369) 

INSTALL LOWER NO. 2 STEERING WHEEL COVER 
(See page RS-369) 

CONNECT CABLE TO NEGATIVE BATTERY 
TERMINAL 

INSPECT STEERING PAD (See page RS-369) 
INSPECT SRS WARNING LIGHT 

(See page RS-37) 


PERFORM INITIALIZATION 

NOTICE: 

Some systems need initialization after reconnecting 
the cable to the negative battery terminal (See page 
IN-33). 


